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Application 

• For softening of all textiles and personal clothing 
where elimination of unpleasant odours is required, 
particularly after drying. 

• Suitable for cotton and polyester-cotton. 

• For use in soft and medium hard water.  

• Suitable for automatic dosing. 
 

Properties 

• Odour elimination, effective even after drying. 

• Long lasting perfume. 

• Excellent softening effect, even in short cycle times 

• Reduces static electricity build-up. 

• No staining on coloured fabrics. 

• No deposits on ironers. 

• To be dosed in the last rinse cycle 
 
 

Use instructions 
 

Recommended dosage ml/kg dry fabrics: 4 - 8 ml/kg.  

Use in the last rinse for 2 - 5 min. 

 

 
 

 

Physico-chemical properties 
 
Density (20 °C) : ca 0.98 g/ml 
pH-value (1%) : ca. 6.3 
Viscosity (20°C) : ca. 250 
 

 

 

Composition, Safety and Environment 
 
Does not contain alkyl phenol ethoxylates, NTA, EDTA 
Also contains perfume and dye. 
 
Surfactants in Pro-Fit Fusion comply with the European 
Union Directive EU648/2004 on Biodegradability of 
Surfactants. 
 

Not dangerous 
 

 
Meets European directives on the classification, 
packaging and labeling of dangerous chemical 
substances and preparations. 
 

Storage 
Use above 5°C. Store above 5°C. 
 

Packaging 

Canister 20 kg 
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